NELAP Quality Systems Checklist

Chemistry On-site


Date:


Assessor:

Organization Name:

Analytical Grouping:

Methods: NWTPH-Gx

Person(s) Interviewed:

Records Reviewed:

	Category
	Comments

	Blank
	

	Confirmation
	

	Continuing Calibration
	± 20%, secondary standard bracketing analysis


	Data Analysis
	RT window toluene through naphthalene at minimum


	Data Review
	

	Demonstration of Capability 
	IDOC: Initially, CDOC: yearly thereafter


	Duplicates
	

	Equipment
	

	Facilities
	

	Glassware
	

	Initial Calibration
	Minimum 5 calibration points, r/r2 ≥ 0.99, ± 15% from true value.


	LCS
	Control Chart limits


	LOD/LOQ
	

	Marginal Exceedences
	

	Matrix Spike
	Control Chart limits


	Method Validation
	

	Non-Standard Methods
	

	Personnel
	

	Proficiency Testing
	

	QC
	

	Reagents & Media
	

	Records
	

	Records-Electronic
	

	Records-Raw Data
	

	Sample Receiving
	

	Samples
	Soil: 40g, hold ≤ 4°C, 14 days, minimal headspace
Water: 40mL, pH ≤ 2 w/HCl, ≤ 4°C, 14 days if preserved, otherwise 7 days, no headspace

	Selectivity
	

	SOP
	

	Support Equipment
	

	Surrogates
	± 50%

	Traceability
	

	Work Cell
	

	Additional Comments:
Can analyze BTEX concurrentlt if 8021 & 8260 specs are met.
Oxygenated gas standard can be used only if the gasoline mass is adjusted for the weight contribution of the oxygenate.

Gas RL: 5mg/kg soil P&T  25mg/kg direct injection.  0.25mg/L water.
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